Gasko Fabricated Products is the Exclusive Distributor of Armalon
PTFE Felt and PTFE Impregnated felt material manufactured in

The USA by H&H Engineered Solutions. Available again is Armalon
PTFE Felt, Impregnated Felt sheets or converted parts from our
facility located in Medina, Ohio.




ARMALON® PTFE IMPREGNATED FELT

Armalon® falts are a PTFE fber subsirate
mmpreznated with FTIFE fuorocarbon resin It
has been used m gaskehng applications, par-
ticulzzly in envronments mvolving avomatic
fuels. comosive cheomcals, synthetic lubn-
cants, strong soivents and high temperatures.
It = especially well suited for use wath all
glazs. glass-hined and lead-lined eguipment.

Armalog® falts are produced by mpregnat-

ing a needled PTFE fiber falt base with FTFE
resin. The resalt 13 2 soft matenal whach con-
forms to uneven fanges providinz durzble
seals with munimum fange pressures. Be-
canse 1t 13 made with PTFE, 1t releazes sanly
from flange: when dizassembly 1s pecessary,
and can often be rensed mstead of replaced.
Armalon® FIFE felts resist attacks by such
chemcals as Sulfone Acd, red fumang MNi-

Advantages

» Heat Eesystant and basen

« Cald Bedsistant » Hisher Opevatme Temperatiores
» Baduation Resistant + Hizher Alr to Cloth Katios

= Cold Flow Ressiant # Chemucal Resrsani

» Conforms to uneven fanges = Renszable and easily cleaned
for a sohd sezl with mmmum  » Low coefficient of frichon so
presyure can be used in contaet wath

= Re=sts attack of strong scids MoVinE parts

Hear Resistance: There 15 essentially no change m strength or compressibility of Armalon®
gaikets after zeven days of exposure 1o 530°F (2B88°C) Weaght loas of 2.5%.

Cold Resisvance: Armalon® filtranon felt was subjected to 1mpact at -320°F (-1957C) (tem-
perature of hqmd mtrogen) withoat erackme or noticeable adverse effects

Radiarion Resiscance: PTFE resin exhibited no weight loss affer receiving a radiahon dosage
of 33 x 107 yads om a vacuum for one howr (eguivalent to about 75 vears m the Van Allen
Balt) and beinz exposed n 2 vacuum of 107 to 10F millimeters of marenry for 770 hioors,

Chemicel Resivtant: The superior chemical resistance of PTFE materials such a2z Armalon®
are well documented. Afler days of exposure to red fommg mitne acid attack, gaskets made
of Armalon® exlnbited eszentally po change in compreszibility or strength and a weight losa
of enly 0.7%.

Higher Operaning Temperamres: Can be uzed at temaperatures below -100°F (-74°C) and up
to =4HFF (204°C). Can be wsed up to 600°F (315"C) in certaim coycumstances.

Low Fricoen: Can be used m contact with moving parts due to a low coefficyent of fnchion.

tne Acwd, Hydrogen Fluonde, Hydrocinnam-
e Acid, Sedivm Hydroxids, agua regia, and
anhydrous ammoniz.

The mterlockmg PTFE fbers m the felt
base of Armalon® falts provide greater resis-
tance to cold flow than comventional zaske:-
mg matenials made of PTFE. The resistance
to cold flow of PTFE fbers 15 a result of ori-
entation dunng the fiber forming process and

is mmch mproved over FTFE rezms.

Skeets of Armafon® ran easthy be cut to de-
smed configuration. It 15 available m sheets
287 x 2587 (71 cmx Tlem) with a mimmom
(husltyuf]ﬂﬂgrcm

Elimmate the need to mamiain expensive
mventones of other matenals. Stock Ax-
malon® PTFE felr for all vour gasketme ap-
phications:

Filled PTFE
Fiber Rezin
Load bome
without cold G50 000 (414) 2,000 (14
How, p=: (MPa)
"15% deformation after 24 hours
Areas of Use
Eguipment Industries
* Pipe Lines * Chemuical
= Boilers * Transportation
= Vessels * Brewing
= Reactors * Petrochemucal
» Valves * Pimary Metals
* Pumps » Utilaty
* Turbines * Manmne Plating
* Tank Manholes * Government
* Transformers » Aurcraft & nussiles

» Environmental water
treatment
» Scrubbers




Armalon PTFE Felt and PTFE Impregnated Sheet Goods

General Specifications

Filtration

Roll Geoods Impregnated Sheet Goods

XT-7550 XT-7800
0.075 0.062 0.125 0.18 0.065 0.09 0.125 0.18
LY LY LY LY
075" 0.082" 125" .180" 065" .090" 125" 0.180"
0.015 0.012 0.025 0.036 0.013 0.018 0.025 0.036
Rolls Can Be Custom Silit
23" | es0" ] 60" | 60" 28" 23" 28" 28"
Roll Length Per Order 28" | 30" | 28" | 28"
28-40 | 24-36 | 50-80 | e8-110 | 2z1-25 2.6 | 3.4 | 5 i 7
QOunces Per Square Yard Lbs. Per Sheet
265 250 350 A00 250 500 8525 750 1000
Physical Minimum psi Min. Min. Min. Min. Min. Min. Min. Min. Min.
Properties
Break Tensile Min. All Directions Min. All Directions
Ibs./inch™ 400] 350] 475] 550] 250 750] 825] 1000] 1500

*Width Tolerance on Sheet Goods is +2" and -1"

*Competing Products may have break strength of 200 lbs/inch in Warp direction
and 120 Ibs/inch in Fili direction. Armalon Felt is much stronger.

not a taminated product:

What Makes Armalon PTFE Felt and Impregnated Sheef Better than other PTFE Felt and Sheet?
Armalon is manufactured by a dedicated PTFE needle felt operation. All of our felt products are made from
100 percent PTFE fibers or PTFE polymer. Our proprietary process allows us to align fibers

and lock them into high strength felts. Since we strictly use PTFE product in our manufacturing process,

there is no chance of cross contamination by other substrates.

Armalon utilizes a proprietary impregnation process to achieve a one of a kind product,

unequaled by expanded PTFE products. The result is a soft materiail, which
conforms to uneven flanges providing durable seals with minimum flange pressures.

Advantages of PTFE

Heat and Cold Resistance (600F/-320fF)
Radiation Resistance

Cold Flow Resistance

Conforms well to uneven flanges
Resistant to strong acids & bases

Higher Operating Temperatures
Higher Air to Cloth Ratios
Chemical Resistance *
Reusable and Easily Cleaned
Low coefficient of friction

Can be used in contact with moving parts

* Resists Sulfuric Acid, red fuming Nitric Acid, Hydrogen Fluoride, Hydrocinnamic Acid,
Sodium Hydroxide, aqua regia, and anhydrous ammonia

For Sales and All Inquiries Call Gasko Fabricated Products (330) 239-1781







